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The bidirectional Beckhoff Lightbus amplifier M9110 is used for polymer fibre
optic cable with a length of more than 45 m, and if glass fibre optic cable
should not be used.
The module M9110 contains two amplifiers to amplify in both directions of
the Beckhoff Lightbus fibre optic ring.
One M1200 and one M1210 module are used as amplifiers. The 32 CMOS
in-/outpus are not used. The M1210 contains a power supply, which converts
the 24 V DC input to 5V Output. The M1200 is supplied by the M1210.
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ILEUH�RSWLF�V\VWHP Beckhoff Lightbus
ILEUH�RSWLF�FDEOH Beckhoff Z1101

ILEUH�RSWLF�FRQQHFWRUV Beckhoff Z1000
3RZHU�6XSSO\ 24 V DC +/- 10 %
&XUUHQW�LQSXW 200 mA

7HPSHUDWXUH�DUHD�IRU�XVH 0 bis +55 °C
7HPSHUDWXUH�DUHD�IRU�VWRUDJH -20 bis +70 °C

3URWHFWLRQ IP65
0HDVXULQJ (W x H x D) 80 x 175 x 52 without cable



,1'8675,(�(/(.7521,.�����������Eiserstraße 5 / D-33415 Verl / Telefon 05246/963-0 / Telefax 05246/963-149

%LGLUHFWLRQDO�%HFNKRII�/LJKWEXV�DPSOLILHU�0�������� 2

364<9@77�>*""!�!!#

$VVHPEO\
7KH�KRXVLQJ�PXVW�EH
RSHQHG�

The connector which is emitting red light on active II/O-Lightbus has to be
connected to the socket „IN“. The label „IN“ and „OUT“ can be found on the
top of the housing.
Refer to the Beckhoff fibre optic assembly manual.

6RIWZDUH In the control software the module M9110 mußt be inserted as two seperate
modules. The amplifier modules are placed in different parts of the Beckhoff-
Lightbus ring.


